Bombay 

« Q > 

2000286 

Athena Fountain/Birdbath 

Parts List 



* 

A. 


Top Ring 


1 pc 


B. 


Bottom Ring 


1 pc 


C. 


Metal Legs I 


2 pes 


D. 


Metal Leg II 


1 pc 


E. 


Fountain Bowl 


1 pc 


F. 


Pump 


1 pc 


G. 


Fountain Top 


1 pc 


H. 


Plastic Tube 


1 pc 


I. 


Bottom Ring Cover 


1 pc 


J. 


Allen Head Bolts 


12 pes 


K. 


Allen Wrench 


1 pc 



* Please make sure that you have all the parts and hardware indicated above before you begin assembly of this item. 

* Use the hardware illustrations to determine correct piece and size. 

* This item should be assembled on a soft surface to prevent scratching the finish during assembly. 

* This item may require periodic tightening. 



Hardware Illustrations 




J. Allen Head Bolt 
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Bombay 

« Q > 

2000286 

Athena Fountain/Birdbath 



Attach Legs and Rings 

Parts required 



A. 


Top Ring 


1 pc 


D. 


Metal Leg II 


1 pc 


B. 


Bottom Ring 


1 pc 


J. 


Allen Head Bolts 


12 pes 


C. 


Metal Legs I 


2 pes 


K. 


Allen Wrench 


1 pc 



1. Attach Three Metal Legs Put the Top Ring (A) upside down on a soft surface. Align the pre-drilled holes in the 
metal plates on the top of the three Legs with the pre-threaded holes in the Top Ring (A). Secure with Allen Head 
Bolts (J) using Allen Wrench (K). See illustration #1. 

2. Attach Bottom Ring (B) Align the pre-drilled holes in the metal plates at the bottom of the three legs with the pre- 
threaded holes in the Bottom Ring (B). Secure with Allen Head Bolts (J) using Allen Wrench (K). See illustration #1. 




Illustration # 1 
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Bombay 

« Q > 

2000286 

Athena Fountain/Birdbath 

Attach the Bowl & Top 

Parts required 



A. 


Top Ring 


1 pc 


G. 


Fountain Top 


1 pc 


D. 


Metal Leg II 


1 pc 


H. 


Plastic Tube 


1 pc 


E. 


Fountain Bowl 


1 pc 


I. 


Bottom Ring Cover 


1 pc 


F. 


Pump 


1 pc 









3. Place the Fountain Bowl (E) onto the assembled metal stand top ring. Insert the power cord on the Pump (F) through 
the hole in the column of the Fountain Bowl (A). Carefully pull the power cord on the Pump (F) out from under the 
column. Attach the power cord to the clips on the Metal Leg II (D). See illustration # 2. 

4. Cover the hole in the column with plastic cap on the power cord firmly in order to prevent water leakage. 

5. Connect the Plastic Tube (H) to the Fountain Top (G) Be sure to align the exposed dowels on the bottom of the 
Fountain Top (G). 

6. Attach the Bottom Ring Cover (I) onto the Bottom Ring (B). 

7. Pour clean water into the Fountain Bowl (E) and the Fountain Top (G) 

Note: The level of water should be at approximately a 1/2" below the edge. After connecting the electricity it 
takes about 10 ~ 15 seconds for the water to start flowing. 




Illustration # 2 



Page 3 of 3 



Rl-1 1-24-03 



